
FAREL

Light sources: LED 25W available in 2700/3000/3500K - CRI 90
  3000K all finishes = �ock items
  3500K black and 3500K brass = �ock items
  3500K alu and 2700K all finishes = available on reque� 
  with minimum 15 pieces. 
  Dimmable 0-10V @ 120/277V~ and leading & trailing edge @ 120V~
  2700k, white di�user: 1.528 lm           2700k, dark di�user: 1.345 lm
  3000k, white di�user: 1.591 lm            3000k, dark di�user: 1.401 lm
  3500k, white di�user: 1.958 lm           3500k, dark di�user: 1.724 lm
  or LED E26 120V~ 50/60Hz   
  MAX 40W E26 A19 or MAX 18W E26 SBLED.
  Upon reque� wider beam lens available.

Pr

Materials: 
100% recycled outside & 60% recycled inside. Luceplan has 
embraced the SEAQUAL initiative, a proje� to clean the seas 
from pla�ic wa�e. Rings and heat sink in coated aluminium.

 

Rings and heat sink: 

External / Internal lampshade:
Light grey / White
Dark grey / White
Ru� / Black

Colors:   

D96C 

www.luceplan.com 

Design Diego Sferrazza 2018

Description:

form proposed in sound-absorbing thermoformed
material with outer fabric cladding.
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Marking:

Rings and heat sink

6.9”

17 ,5 cm

1.7”
4.4 cm

Weight: 9.26 lb

D96/K 
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4.3”

11  cm

1.1”
3 cm

Weight: 9.26 lb

Lampshade

dark grey
white

light grey 
white black

Reference code:  Optic + cables + rings
D96/2D
2700K

D96/3D
3000K

D96/4D
3500K 

Sound-absorbing body
D96C 1D960C0000A4 dark grey / white
 1D960C0000A5 light grey / white 
 1D960C0000B3 ru� / black 

Complete version E26 optic + sound absorbing body
D96/K 1D960K0005A4 dark grey / white

light grey / whiteAccessory
D96/5 1D960/500000 80° beam lense


