
Type  Su�ension

Light source: dire� light LED optic 45W  3000K  CRI 90
  dire�/indire� optic 45W + 25W 2700 or 3000K  CRI 90  
  dimmable push dim/DALI 

Produ� use Indoor

Materials  Sound absorbing panel

Colors  White ela�ic tissue

Description Light as a su�ended petal, white as the subdued lighting
  and with a so�ness that enhances it. A su�ension lamp
  with an organic form which conceals the magic of silence
  within: the body consi�s of a sound-absorbent panel
  uphol�ered in white fabric

Reference code: D71PV 1D710P0V0002
  with LED 17W 3000K dimmable DALI
  1.232 lm

  D71P1V 1D710P1V0002
  with LED 21W 3000K dimmable DALI
  1.514 lm

 D71CV 1D710C0V0002  
  with LED 18W 3000K dimmable DALI
  1.303 lm

  

  Optic

  

www.luceplan.com    

D71 PV 

PÉTALE
design Odile Decq

D71CV 
weight  13 Kg

weight  16,50 Kg

weight  14,10 Kg

D71P1V 

Insulation class and mark:

  D71/7DV 1D71/7DV0002 dire� LED 3000K 
  2.989 lm
 D71/7DW 1D71/7Dw0002 dire� LED 2700K 
  2.877 lm
 D71/7DL 1D71/7DL0002 dire�/indire� LED 3000K
  2.889 + 2.852 lm (down + up)
 D7/7DLW 1D71/7DLW002 dire�/indire� LED 2700K
  2.877 + 2.714 lm (down + up)   

(*)  Power consumption by device

  

  Top cover lamp body
  D71/0AC 1D71/0AC0002 cover for D71CV
 D71/0AP  1D71/0AP0002 cover for D71PV
 D71/0AP1  1D71/0AP1002 cover for D71P1V  

  Only sound-absorbing bodies (no light)
  D71PA 1D710P0A0002
 D71P1A  1D710P1A0002
 D71CA  1D710C0A0002  
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D71PV + D71/7DVW - D71/7DV  220-240 V ~ 50/60 Hz, 17+45W
D71P1V + D71/7DVW - D71/7DV  220-240 V ~ 50/60 Hz, 21+45W
D71CV + D71/7DVW - D71/7DV  220-240 V ~ 50/60 Hz, 18+45W
D71PV + D71/7DLW - D71/7DLV  220-240 V ~ 50/60 Hz, 17+45+25W
D71P1V + D71/7DLW - D71/7DLV  220-240 V ~ 50/60 Hz, 21+45+25W
D71CV + D71/7DLW - D71/7DLV  220-240 V ~ 50/60 Hz, 18+45+25W

Rating:


